Selection table of BXT-[1-W series explosion-proof enclosures (external flange)(all dimensions in mm)

BXT-VIIIB, IXB-W
Table of max. number of possible enclosure entries
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A/B side C/D side
Type Hole Hole distance Hole Hole distance
QTY range(mm) QTY range(mm)
28 60~70 44 60~70
18 80~90 24 80~90
BXT-VIIB-W 110~120 12 110~120
230~240 4 230~240
230~240 3 230~240
230~240 3 230~240
45 60~70 70 60~70
24 80~90 32 80~90
BXT-IXB-W 15 110~120 24 110~120
230~240 5 230~240
230~240 4 230~240

230~240 el 230~240

Thread spec.

NPT 1/2", M20x1.5, NPT 1/2", M25x1.5
NPT 1", M32x1.5, NPT 1 1/4", M40%1.5
NPT 1 1/2", M50x%1.5, NPT 2", M63%1.5
NPT 2 1/2", M75%1.5
NPT 3", M90x1.5
NPT 4", M115x1.5
NPT 1/2", M20%1.5, NPT 3/4", M25x1.5
NPT 1", M32x1.5, NPT 1 1/4", M40%1.5
NPT 1 1/2", M50x1.5, NPT 2", M63%1.5
NPT 2 1/2", M75%1.5
NPT 3", M90x1.5
NPT 4", M115x1.5



